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ozone monitoring data for the pre-
ceding three(3) years of the reformu-
lated gasoline program;

(C) An analysis showing that the pat-
tern of ozone exceedances is likely to
continue even with implementation of
other ozone air quality control meas-
ures and/or programs currently planned
by the State; and

(D) Evidence that the responsible
State agency or authority has given
the public an opportunity for a public
hearing and the submission of written
comments with respect to the petition.

(ii) Effective data and publication of
decision.

(A) If the Administrator determines
that the petition meets the require-
ments of paragraph (i)(1)(i) of this sec-
tion, to the satisfaction of the Admin-
istrator, then EPA shall publish a no-
tice in the FEDERAL REGISTER announc-
ing its intention to establish the non-
commingling season as requested by
the Governor, and specifying a ten-
tative effective date.

(1) The Administrator shall provide
the public with an opportunity for a
hearing and the submission of written
comments.

(2) The tentative effective date will
correspond with the first day of the
next complete non-commingling season
beginning not less than one year after
receipt of the petition.

(B) If the Administrator receives ad-
verse comments or information dem-
onstrating to the satisfaction of the
Administrator that the criteria of
paragraph (i)(1)(i) of this section have
not been met, that the tentative effec-
tive date is not reasonable, or that
other good reasons exist to deny the
petition, then the Administrator may
reject the Governor’s request for an ex-
tended non-commingling season, in
whole or in part, or may delay the ef-
fective date by up to two (2) additional
years. Absent receipt of such adverse
comments or information, EPA shall
publish a notice in the FEDERAL REG-
ISTER announcing its approval of the

petition and specifying an effective
date for the extended non-commingling
season.

(2) In the case of any refiner that pro-
duces RBOB, or any importer that im-
ports RBOB, the oxygenate that is
blended with the RBOB may be in-
cluded with the refiner’s or importer’s
compliance calculations under para-
graph (d) of this section only if:

(i) The oxygenate meets the applica-
ble renewable oxygenate definition
under paragraph (a) of this section; and

(ii) In the case of RBOB designated
for ‘‘non VOC controlled ether only’’
the refiner or importer assumes that
ETBE or other oxygenate that does not
exhibit volatility-related commingling
effects when mixed with other gaso-
lines and approved by the EPA Admin-
istrator under subparagraph (a)(3) of
this section will be blended with the
RBOB and so labels the transfer docu-
mentation.

[59 FR 39290, Aug. 2, 1994]

EFFECTIVE DATE NOTE: At 59 FR 39290, Aug.
2, 1994, § 80.83 was added effective September
1, 1994, except for paragraphs (g) and (h),
which will not become effective until ap-
proval has been given by the Office of Man-
agement and Budget. At 59 FR 60715, Nov. 28,
1994, this section was stayed, effective Sep-
tember 13, 1994.

§§ 80.84–80.89 [Reserved]

Subpart E—Anti-Dumping

SOURCE: 59 FR 7860, Feb. 16, 1994, unless
otherwise noted.

§ 80.90 Conventional gasoline baseline
emissions determination.

(a) Annual average baseline values. For
any facility of a refiner or importer of
conventional gasoline, the annual aver-
age baseline values of the facility’s ex-
haust benzene emissions, exhaust
toxics emissions, NOx emissions, sulfur,
olefins and T90 shall be determined
using the following equation:

BASELINE
SUMRBASE SUMRVOL WNTRBASE WNTRVOL

SUMRVOL WNTRVOL
=

× + ×

+
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where
BASELINE = annual average baseline value

of the facility,
SUMRBASE = summer baseline value of the

facility,
SUMRVOL = summer baseline gasoline vol-

ume of the facility, per § 80.91,
WNTRBASE = winter baseline value of the

facility,
WNTRVOL = winter baseline gasoline vol-

ume of the facility, per § 80.91.

(b) Baseline exhaust benzene emis-
sions—simple model. (1) Simple model
exhaust benzene emissions of conven-
tional gasoline shall be determined
using the following equation:

EXHBEN = (1.884 + 0.949 × BZ + 0.113 ×
(AR ¥ BZ))

where
EXHBEN = exhaust benzene emissions,
BZ = fuel benzene value in terms of volume

percent (per § 80.91), and
AR = fuel aromatics value in terms of vol-

ume percent (per § 80.91).

(2) The simple model annual average
baseline exhaust benzene emissions for
any facility of a refiner or importer of
conventional gasoline shall be deter-
mined as follows:

(i) The simple model baseline exhaust
benzene emissions shall be determined
separately for summer and winter
using the facility’s oxygenated indi-
vidual baseline fuel parameter values
for summer and winter (per § 80.91), re-
spectively, in the equation specified in
paragraph (b)(1) of this section.

(ii) The simple model annual average
baseline exhaust benzene emissions of
the facility shall be determined using
the emissions values determined in
paragraph (b)(2)(i) of this section in the
equation specified in paragraph (a) of
this section.

(c) Baseline exhaust benzene emis-
sions—complex model. The complex
model annual average baseline exhaust
benzene emissions for any facility of a
refiner or importer of conventional
gasoline shall be determined as follows:

(1) The summer and winter complex
model baseline exhaust benzene emis-
sions shall be determined separately
using the facility’s oxygenated indi-
vidual baseline fuel parameter values
for summer and winter (per § 80.91), re-
spectively, in the appropriate complex
model for exhaust benzene emissions
described in § 80.45.

(2) The complex model annual aver-
age baseline exhaust benzene emissions
of the facility shall be determined
using the emissions values determined
in paragraph (c)(1) of this section in
the equation specified in paragraph (a)
of this section.

(d) Baseline exhaust toxics emissions.
The annual average baseline exhaust
toxics emissions for any facility of a
refiner or importer of conventional
gasoline shall be determined as follows:

(1) The summer and winter baseline
exhaust emissions of benzene, form-
aldehyde, acetaldehyde, 1,3-butadiene,
and polycyclic organic matter shall be
determined using the oxygenated indi-
vidual baseline fuel parameter values
for summer and winter (per § 80.91), re-
spectively, in the appropriate complex
model for each exhaust toxic (per
§ 80.45).

(2) The summer and winter baseline
total exhaust toxics emissions shall be
determined separately by summing the
summer and winter baseline exhaust
emissions of each toxic (per paragraph
(d)(1) of this section), respectively.

(3) The annual average baseline ex-
haust toxics emissions of the facility
shall be determined using the emis-
sions values determined in paragraph
(d)(2) of this section in the equation
specified in paragraph (a) of this sec-
tion.

(e) Baseline NOX emissions. The annual
average baseline NOX emissions for any
facility of a refiner or importer of con-
ventional gasoline shall be determined
as follows:

(1) The summer and winter baseline
NOX emissions shall be determined
using the baseline individual baseline
fuel parameter values for summer and
winter (per § 80.91), respectively, in the
appropriate complex model for NOX

(per § 80.45).
(2) The annual average baseline NOX

emissions of the facility shall be deter-
mined using the emissions values de-
termined in paragraph (e)(1) of this sec-
tion in the equation specified in para-
graph (a) of this section.

(3) The requirements specified in
paragraphs (e) (1) and (2) of this section
shall be determined separately using
the oxygenated and nonoxygenated in-
dividual baseline fuel parameters, per
§ 80.91.
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(f) Applicability of Phase I and Phase II
models. The requirements of paragraphs
(d) and (e) of this section shall be de-
termined separately for the applicable
Phase I and Phase II complex models
specified in § 80.45.

(g) Calculation accuracy. Emissions
values calculated per the requirements
of this section shall be determined to
four (4) significant figures. Sulfur,
olefin and T90 values calculated per the
requirements of this section shall be
determined to the same number of dec-
imal places as the corresponding value
listed in § 80.91(c)(5).

[59 FR 7860, Feb. 16, 1994, as amended at 59
FR 36965, July 20, 1994]

§ 80.91 Individual baseline determina-
tion.

(a) Baseline definition. (1) The ‘‘base-
line’’ or ‘‘individual baseline’’ of a re-
finery, refiner or importer, as applica-
ble, shall consist of:

(i) An estimate of the quality, com-
position and volume of its 1990 gaso-
line, or allowable substitute, based on
the requirements specified in §§ 80.91
through 80.93; and

(ii) Its baseline emissions values cal-
culated per paragraph (f) of this sec-
tion; and

(iii) Its 1990–1993 blendstock-to-gaso-
line ratios calculated per § 80.102.

(2)(i) The quality and composition of
the 1990 gasoline of a refinery, refiner
or importer, as applicable, shall be the
set of values of the following fuel pa-
rameters: benzene content; aromatic
content; olefin content; sulfur content;
distillation temperature at 50 and 90
percent by volume evaporated; percent
evaporated at 200 °F and 300 °F; oxygen
content; RVP.

(ii) A refiner, per paragraph (b)(3)(i)
of this section, shall also determine the
API gravity of its 1990 gasoline.

(3) The methodology outlined in this
section shall be followed in deter-
mining a baseline value for each fuel
parameter listed in paragraph (a)(2) of
this section.

(b) Requirements for refiners, blenders
and importers—(1) Requirements for pro-
ducers of gasoline and gasoline
blendstocks. (i) A refinery engaged in
the production of gasoline blendstocks
from crude oil and/or crude oil deriva-
tives, and the subsequent mixing of

those blendstocks to form gasoline,
shall have its baseline fuel parameter
values determined from Method 1, 2
and/or 3-type data as described in para-
graph (c) of this section, provided the
refinery was in operation for at least 6
months in 1990.

(ii) A refinery which was in operation
for at least 6 months in 1990, was shut
down after 1990, and which restarts
after June 15, 1994, and for which insuf-
ficient 1990 and post-1990 data was col-
lected prior to January 1, 1995 from
which to determine an individual base-
line, shall have the values listed in
paragraph (c)(5) of this section as its
individual baseline parameters.

(iii) A refinery which was in oper-
ation for less than 6 months in 1990
shall have the values listed in para-
graph (c)(5) of this section as its indi-
vidual baseline parameters.

(2) Requirements for producers or im-
porters of gasoline blendstocks only. A re-
finer or importer of gasoline
blendstocks which did not produce or
import gasoline in 1990 and which pro-
duces or imports post-1994 gasoline
shall have the values listed in para-
graph (c)(5) of this section as its indi-
vidual baseline parameters.

(3) Requirements for purchasers of gaso-
line and/or gasoline blendstocks. (i) A re-
finer or refinery, as applicable, solely
engaged in the production of gasoline
from gasoline blendstocks and/or gaso-
line which are simply purchased and
blended to form gasoline shall have its
individual baseline determined using
Method 1-type data (per paragraph (c)
of this section) from every batch of 1990
gasoline.

(ii) If Method 1-type data on every
batch of the refiner’s or refinery’s 1990
gasoline does not exist, that refiner or
refinery shall have the values listed in
paragraph (c)(5) of this section as its
individual baseline parameters.

(4) Requirements for importers of gaso-
line and/or gasoline blendstocks. (i) An
importer of gasoline shall determine an
individual baseline value for each fuel
parameter listed in paragraph (a)(2) of
this section using Method 1-type data
on every batch of gasoline imported by
that importer into the United States in
1990.
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